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Governrnent of lndia
Ministry of Micro,Small & Medium Enterprises

MSME TESTING STATION
22, GODAM INDUSTRIAL ESTATE,JAIPUR

Tender Notice No.O2/TS(JP)/Purchase/201 8-19

Director, MSME Testing Station, Jaipur invites sealed quotations from

reputed suppliers for Jupply of following instruments/machines.

Description Mach ine/Equ ip menUlnstrument

00 ton (make

Blue Star Model 2D100, serial No. 283145 year
1975) f rom analogue to computerize with
control panel, software and Electnrn ic
extensometer.

Terms & Conditions

eParate sealed

envelopes (Technical & Financial). EMD _(Rs 6000/-) is

required to be deposited by suppliers by DD in fuvor of

F'ra.c'al b,d sfritt Oe inclusive of all taxes, transportation,
handling, and installation & commissioning charges at MSME

TS,z2Godamin@
Techntcat niO slfall complv with tec
Technical Specification available on website
www. msm ed iia ipu r. gov. in.

The Equement / M achine shall be supplied with one year

onsite replacem ent warranty with Calibration certificate and

a ll tra cea bi lity ce rtificates.

@e sealed envelope should be sent to
"Director MSME Dl,22Godam lndusfial Area, Jaipur

302006", mentioning "Quotation for Tender Notice N9' ?
TS(JP)/CAP/2O18-1 9"/( Name of Machine/EquipmenU
I nstrum ent) on thegyelgpes.

The paymentwill be made after successful installation,
commiisioning, and trial run of instruments/ machine with on-

site train in
Director, MSME D I, Jaipur reserves the right to reject any or

all quotations without assigninq any r

edium manufacturer this maY be

ecified (attach certifi cate
As : 30.11 '2018 (2'00 P

Date of opening of Tender Bids : 30.11



TECHNICAT SPECIFICATION

Conversion Kit to existing UTM 100 ton from analogue to computerize with control panel, software

and electronic extensometer.

l.GENRAL DESCRIPTION

MSME -TS, Jaipur intends to purchase Conversion Kit to existing UTM 100 ton (make Blue star model

ZO t0O, Sr. No 283145 year 1975)from analogue to computerize with control panel, software and

electronic extensometer compatible as per testing sample according to lS 1786:2008 and lS2O62:2OLL.

2.KEY FEATURES
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Accuracy

Type

Measuring range

Resolution

Window base software

Microcontroller based
Data Acquisition System
(DAS Panel)

Class I as per lS 12872llSO 9513

Strain gauge type

5 mm and also suitable for testing of round bar,tor,tmt and flat upto
32 mm.

0.001 mm for extensometer and 0.1 mm for displacement

Shall be compatible 100 ton UTM (make Blue star model ZD 1OO,

Sr. No 283145 year 1975)

o Accurate, Rugged, Reliable and User Friendly system,
. Supports Tensile, Compression, Bend and other tests.
. Over load safety provided.
o Auto-detection of Over-Load, Over-Travel and Specimen

Break. On detection of any of the above conditions, the
machine is automatically switched OFF.

. Load Resolution of 0.01 % of machine capacity for the entire
measurement range.

. Elongation is indicated with a resolution of 0.1 mm.
o Tare load and Reset Elongation facilities available.
o Storage space to store data of one off-line test.
r Built in Centronics lnterface for Printer.
. Serial RS232C lnterface provided to connect to pC containing

UTM Software.

Pressure transducer, Encoder, T vales, Cables and pipes, etc

As per specification
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Accessories

Calibration
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P.OJHA

Dy.Director


